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Period Architecture has started its’ successful journey in 1989 by drawing building restoration projects in an architecture 

office in Maçka. Meanwhile, the company has put its’ signature on many architectural plans and restoration projects 

of well-known buildings.

The company has followed this path until 1994 and established Period Wooden Workshop to the organization in order 

to start building applications. In this way, the company aimed to restore wooden buildings with the right material, 

unique design and high quality labor.

In 2004, Period Architecture has moved to a new factory location in Sancaktepe with 5000 m2 closed area by a new 

settlement and created the PeriodPWF brand, starting to manufacture industrial wooden window frames with high-

tech machinery. Period Architecture has become one of the first enterprises in Turkey for manufacturing industrial 

window frames with this production line.

In 2010, PeriodPollux was created by Period Architecture as a revolution for wooden window frames by a result of 

R&D activities. PeriodPollux has the capability to lower the thickness of window sash to 56 mm and increase the 

glass surface of the window frame. By this way, users will have more daylight and more view which has also become 

a favorite for many architectural projects.

Period Architecture has protected its innovator and ecofriendly profile in 2013 and created the PeriodPellet brand 

in order to utilize factory waste. Pellets which are produced through a pressure procedure of the sawdust are very 

beneficial for heat energy sector. With no additive materials in the product, it doesn’t create smoke as well. Moreover, 

the heat energy generated is up to 5000 kcal in case of usage with right stoves and boilers.

It is also possible to manufacture many difficult designs and creations by our 5-axis CNC machinery with 3D capability 

as well.

Period Architecture also keeps operating the following branches except restoration application and wooden window 

frames at its factory in Sancaktepe;

WOODEN SHUTTERS AND BLINDS, WINTER HOUSES, PERGOLAS, WOODEN FLOOR APPLICATIONS,
TEAK DECKING APPLICATIONS

ABOUT US
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PRODUCTION

PWF Wooden Window Frame and Door System’s technical properties and 
production process as follows;

Wooden Window Frame and Door Systems production starts with the right and qualified log selection firstly 

at PeriodPWF. These selected logs are cut in rift grain and distributed in various dimensions and send to 

drying process afterwards. Wood species such as pine or equivalent are being impregnated in order to gain 

protection against water and woodworms.

After drying process these pieces are laminated in 3-layer forms by pressing and turned into block profiles. 

During lamination process, pieces are pressed by bringing grains opposite to each other. In this way, bending 

of the manufactured wooden window frame will be prevented over time.

Pieces which come to this stage are calibrated with machinery and cut into required lengths with the necessary 

profile. Furthermore, these profiles assemble together from corners by using polyurethane based special glue 

in order to resist and be durable for exceeding weights.

Afterwards, assembled window frames are coated by water-based paints and also being protected from 

exterior factors. Later, the necessary mechanism is fixed on the window frame depending on the required type.

EPDM seals are being used against heat, water and noise durable on the produced window frames, also rain 

water is directed outside by using aluminum droppers.

Double-glazed glasses are also being used and fixed by using hidden nails under the glazing bead.

Ecofriendly PWF Wooden Window Frame and Door Systems offer an esthetic appearance, long-time usage 

and energy savings with qualified and healthy life by having functional solutions, durable construction, special 

accessories and rich color options.
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IV68 - IV78 - IV90 SERIES

IV68 IV78 IV90
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CLASSIC WINDOW FRAME

B E Y O Ğ L U  /  İ S T A N B U L

L E V E N T  /  İ S T A N B U L

A L A Ç A T I  /  İ Z M İ R

B A H Ç E K Ö Y  /  İ S T A N B U L

A S S O S  /  Ç A N A K K A L E

K A D I K Ö Y  /  İ S T A N B U L

K A D I K Ö Y  /  İ S T A N B U L
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Classic window frames are one of the most manufactured typologies. 

The window sash gets to the ventilation position by turning the handle 

180 degrees upwards. In this way, the sash takes an inclined position 

by making an angle of 15 degrees. It takes the normal opening position 

while the handle is turned 90 degrees horizontally when the sash is 

closed. The typology has two dropper options as aluminum and wood.

INTERIOREXTERIOR 

TECHNICAL FEATURES
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Double sash window frames are usually used when single sash 

window frames are not applicable due to wider openings. The 

middle sash bar between two sashes is taken away by using 

special mechanisms and therefore, it is possible to have maximum 

use of daylight and view when the user opens the window. Firstly, 

the standard handle is opened, later, the second handle hidden 

next to the other sash is used in order to open both sashes. It is 

also possible to use the first opening sash in ventilation position. 

The typology has two dropper options as aluminum and wood.

DOUBLE SASH WINDOW FRAME WITHOUT MIDDLE BAR
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DECORATIVE WINDOW FRAME

Decorative window frames are most likely preferred in “country” 

style houses. Today, many other houses and offices choose this 

typology in order to bring a new spirit to interior places. The 

system works the same as classic window frames. Regarding 

to users request, the glass surface of the window frame can be 

divided by wooden laths. This application can be done inside the 

glass as well in order to make it easier for cleaning.

INTERIOREXTERIOR 
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LIFT & SLIDE SYSTEMS (HBSB)

A S S O S  /  Ç A N A K K A L E D A T Ç A  /  M U Ğ L A

D A T Ç A  /  M U Ğ L AD A T Ç A  /  M U Ğ L A
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HBSB systems are also known as lift & slide systems. These systems can 

lift and slide heavy sashes very easily due to their specialized carriages 

on their rail systems. They are mainly applied to places where connect 

outdoor places with indoor places such as terraces, balconies and 

gardens. In this way, it is possible to reflect the warmness and nature 

of wood to interior design while having an undivided view with great 

insulation for noise, water and heat. PeriodPWF has developed a new 

system in order to lower the threshold height so that the intersection 

between outside and inside is almost zero. Moreover, various divisions 

can be made according to mechanism application dimensions.

TECHNICAL FEATURES
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Fold & slide systems are used to cover wide openings on facades. 

It is an ideal solution for balconies, terraces and gardens, such 

places where connect outdoors and indoors places. There is 

generally one active sash, which operates the system, the others 

sashes fold on to each other by sliding on the rail system. In this 

way, users have the opportunity to go outside without having 

any obstacles and will be able to get more advantage of daylight 

and continuous view. Depending on the wideness of the gap, the 

quantity of sashes change between 2 to 7. The standard window 

sash dimensions are given as 1000 mm wide, 2350 mm height 

with a carrying capacity of 130 kg depending on the profile. 

Although these systems have a standard threshold, it is possible 

to apply a hidden threshold by setting the system under the floor.

FOLD & SLIDE SYSTEMS
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PAS SLIDING SYSTEMS

PAS sliding systems are models that the sash works outside of the 

case. The sash is capable of getting at ventilation position when 

the window is closed as classic window frames. There is also an 

additional ventilation system where the sash moves off the case 

4 mm from four sides in order to improve the security and have 

an air circulation. Moreover, the sash pulls itself to the case gap 

while closing in order to make it easier for the user to move high 

weighted window thanks to this new mechanism. The system 

offers a threshold and a sealed isolation as well.

INTERIOREXTERIOR 



14

BOX SASH WINDOW FRAME

K U Z G U N C U K  /  İ S T A N B U LÇ U K U R C U M A  /  İ S T A N B U L A L A Ç A T I  /  İ Z M İ RB E Y O Ğ L U  /  İ S T A N B U L
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Box sash window frames are mainly used in old building restorations 

and it is a typology that we have an expertise. Today’s technology 

offers us to be able to tilt the required window sash in order to have 

an easier cleaning option. It is also possible to fix the window sash at 

desired vertical position by using special balances, which are produced 

specifically for each window sash weight. In this way, the user can keep 

the required position and have an air ventilation gap. The balances 

that used for the sashes have a radius between 16-26 mm and have a 

capacity of carrying 50 kg maximum weight. The isolation problems are 

solved thanks to specially designed brushes, seals and profile details. 

Today, these windows are also preferred to be used on new buildings 

as well.

TECHNICAL FEATURES

Box sash window frames make a better interior air circulation comparing with classic 

window frames.

Sashes do not hit the walls or move due to air flow and wind effect reasons.

Due to not opening as a normal window sash, it gives advantage by not taking up 

indoor space.

INTERIOREXTERIOR 
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This system brings a revolutionary solution 

for the high-floored buildings with composite 

facades. There is no longer any need for 

mobile or hanging cranes for cleaning 

problems of plazas. The system offers you a 

curtail wall from outside and warmness and 

nature of wood from inside. A safe cleaning 

process can be done due to having a classic 

window frame system applied.

The system is applied with an aluminum 

cover on the surface of the case and mainly 

preferred in high-floored house, plaza and 

hotel projects. By using this system, it is aimed 

to have an economic solution by lowering 

the maintenance costs of the facades with 

covering the case in aluminum. It is possible to 

coat aluminum components with desired RAL 

colors.

This system is offered as an alternative for 

classic window frames. Besides providing the 

nature of wood to the users exteriorly and 

interiorly with more daylight and view, it also 

combines the modern appearance of glass 

with warmness of wood.

WOOD ALUMINUM COMPOSITE

PERIODPOLLUX
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WHY POLLUX?

Opportunity to have up to 20% daylight, heat and view due to low thickness of sash 

profile.

Possibility to apply aluminum coverings on the surface of window case and have less 

maintenance with PolluxAluminum.

Opportunity to have one aluminum profile outside of the case due to window sash 

and glass working as one component.

Opportunity to apply up to 150 cm width. End to sash sagging!

Better heat insulation up to 20%.

Possibility to apply 28 mm and 36 mm glass thickness with PeriodPollux profile.

Improvement for noise insolation by 5 dB.

Opportunity of faster fixing in construction sites.

Taking advantage of glass carriage feature by the lower pressure on the corner 

intersections of case and sash profile.

In PeriodPollux, sash and glass are used as one component. The 

sash thickness reduced to 56 mm here and it works with the glass as 

behaving like a part of mechanism in the case. By this way, sagging 

problems are solved due to preventing displacements on the sash.

Other then these, PeriodPollux has a more modern appearance due to 

its’ sharp edges comparing with other window frame profiles.

Consequently, some of the following advantages of PeriodPollux are 

given below;

PERIODPOLLUXCLASSIC WINDOW

D A T Ç A  /  M U Ğ L A
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Window shutter systems have an additional value for buildings 

in terms of visual and natural way by having a blinding purpose. 

It can be applied in every window and door opening. Shutter 

lamellas can be put inside the sashes by having a more modern 

look or they can also be put outside the sashes and have a more 

classic look. It is also possible to use sliding or folding systems 

with various number of sashes. Sashes can be locked both in 

opened or closed positions. Moreover, moveable lamellas with 

different dimensions can be applied to the system.

WOODEN WINDOW SHUTTER
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We carry the nature of wood to blinds shutters. Wooden blind shutters 

form by a combination of wooden lamellas embedded to each other one 

by one. It also has a security purpose as well. The wooden blind shutters 

can be manufactured up to 350 cm long. Moreover;

Smooth working principle by specialized blind engines depending on the 

weight of the system,

Opportunity to program the system by using remote control and buttoned 

options,

Chance to include barrier detection input for security purposes,

Applicable to all window and door openings at all possible buildings in case 

blind box is mounted,

Providing maximum daylight control by stopping the blind at any desired 

position,

Opportunity to reach at the comfort temperature due to the breathing and 

heat insolation characteristics of wood features are offered to the users.

WOODEN BLIND SHUTTER



20

RESTORATION

O R T A K Ö Y  /  İ S T A N B U L K İ R E Ç B U R N U  /  İ S T A N B U L

V A N İ K Ö Y  /  İ S T A N B U L B E B E K  /  İ S T A N B U L
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Ü S K Ü D A R  /  İ S T A N B U L

B E Y L E R B E Y İ  /  İ S T A N B U L V A N İ K Ö Y  /  İ S T A N B U L
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WINTER HOUSES

Winter houses are places where create areas that you can live 

nature indoors. It is possible to design them both integrated to 

an existing building structure or independently as a construction 

by itself. These closed structures build up a unique atmosphere, 

which you can feel nature and warmness of wood and able to do 

any outdoor activity during four seasons.

We always recommend using wood in our winter house projects, 

which are drawn and come to life in our offices. Wood that is used 

for these systems has been applying after getting through all 

kinds of protection procedures against corruption. Customers are 

able to use these products for long periods of times in case they 

apply the recommended maintenance.

Many roof structure solutions are also available according to the 

desired type. It is possible to have traditional solutions by using 

tempered and daylight controlled ISICAM glass. These kinds 

of applications are made willing to take more advantage of the 

daylight indoors, however it can create a greenhouse effect as 

well. Therefore, the interior design needs to be supported with 

blinds, special textile or roller shutters. Besides, roof can be 

covered with tile or copper after applying necessary water and 

heat isolations.

V A N İ K Ö Y  /  İ S T A N B U L V A N İ K Ö Y  /  İ S T A N B U L

B E Y K O Z  /  İ S T A N B U LS A R I Y E R  /  İ S T A N B U L
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GLASS FEATURES

I S I C A M  S I N E R J I

I S I C A M  K O N F O R

ISICAM Systems

ISICAM is a factory-fabricated, hermetically dual sealed insulating glass unit, assembled with 

two or more panes of glass separated by a dehydrated air or gas filled intermediary space.

ISICAM Classic

It is a standard insulated glass unit. It saves heating costs by 50%, reducing heat losses 

comparing to single glazed glass. It offers noise control, security and durability against theft 

when special glass combinations are made with ISICAM systems.

ISICAM K Series

ISICAM Comfort decreases heat loss by 77% when compared with single glazing and  by 

50% when compared with ISICAM Classic. Therefore effective thermal insulation in winter 

is provided and heating expenses are reduced. Therefore, it keeps cooler in summer and 

cooling expenses are reduced.

ISICAM S Series

ISICAM Synergy decreases heat loss by 77% when compared with single glazing and by 50% 

when compared with ISICAM Classic. Therefore, effective thermal insulation is provided and 

heating expenses are reduced.

Şişecam Acoustic Laminated Glass

Acoustic laminated glass is produced combining two panels of glass with a sound absorbing 

(PVB) interlayer. Noise control glass comprising acoustic laminated glass offers excellent 

sound insulation for places where there is excessively high levels of noise. When combined 

with different types of glasses in ISICAM insulating glass units, sound-insulating properties is 

improved and solar control, heat control properties can be provided as well.

REFERENCE : http://www.sisecamduzcam.com/Trakyacam/TR

Glass
Combinations
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WOOD SPECIES - MECHANISM - COATING

WOOD SPECIES

COATING

MECHANISM

AMERICAN PINE CHESTNUT SPRUCE MERANTI OAK

According to accredited 

laboratories of EN 

14351-1 European Union 

Standards, Period 

Wooden Window Frame 

and Door Systems 

passed necessary 

tests successfully and 

continues its’ production 

with this quality.
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PERIODPELLET

WHY PELLET?

PeriodPellet is a fuel type made of dried wood pieces, which are formed of totally natural 

sawdust waste, free from additives. PeriodPellet is produced by a pressure procedure 

of sawdust and it burns naturally. Therefore, it has a very low CO2 emission rate where 

it doesn’t procedure harmful gases while having no waste behind. The nature and 

easiness of production allows users to heat economic and ecofriendly while not relying 

on fossil-based resources.

Totally natural production free from additives.

It can be used in pellet stoves, boilers and barbeques.

Radius: 6 mm

Density > 1.12 kg/dm3

Average heat energy: 5 kWh/kg

Average moisture: 10%
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NOTES





ADDRESS

Yenidoğan, Merve Mah. Akabe Cad. No: 20
34791 Sancaktepe / İstanbul / Türkiye

TELEPHONE

Tel:  0(216) 561 53 00
Fax: 0(216) 561 53 05

ONLINE

Website: www.period.com.tr
E-Mail:     info@period.com.tr


